Work Schedule for Tuesday, 6 June 2006
1. Pickup Ross Johnstone from Sargeaunt Passage salmon farm (channel 80A)

2. Recover Knight Inlet current meter mooring KIW (50° 39.383’N 126° 9.841’W)

3. Recover Tribune Channel current mooring TCS (50° 43.170’N 126° 11.992’W)

4. Proceed to Cliffe Bay Salmon farm (Simoom Sound) and pick instruments and gear stored at farm site.
5. CTD/rosette sampling (see following Table 1 for list of stations and sampling order)

6. Drop-off Ross Johnstone at Sargeaunt Pass salmon farm.

Watches:

0800 1200:  Lucius (Current meter prep.)

1200-2000:  Dave, Lucius, Scott & Dario (current meter operations)

2000-2400:  Moira & Hugh (CTD/rosette sampling)

0000-0400:  Dario & Scott (CTD/rosette sampling)

Table 1.  Penphrase Passage to Knight Inlet

	Station
	Lat (N)
	Long. (W)
	Depth (m)
	# of Samples

	PP1
	50° 48.8’
	126° 31.5’
	140
	

	TrC3
	50° 48.96’
	126° 25.38’
	238
	

	TrC2.5  (1&2)
	50° 50.41’
	126° 19.75’
	300
	13

	BoS1
(1&2)
	50° 51.81
	126° 10.82
	121
	8

	TrC2
	50° 49.21’
	126° 12.76’
	200
	

	TrC1.5
	50° 45.60’
	126° 09.05’
	221
	

	TS1
(1&2)
	50° 47.21
	126° 02.23
	160
	9

	TrC1 
(1&2)
	50° 43.6’
	126° 10.9’
	300
	13

	TrC0.5
	50° 40.8’
	126° 14.60’
	145
	

	Kn2
	50° 39.3’
	126° 11.0’
	165
	


1.  DO Sampling Depths:
0, 10, 20, 30, 50, 75, 100, 125, 150, 175, 200, 250, 300, 400, 500, 600 or bottom -5m.

2.  Salinity sample for calibration of CTD at depth of 300m or greater
